
GSA Fleet Minimum Vehicle Replacement Standards 
 
 

Vehicle Category Fuel Type Years/Miles 

Passenger Vehicles 

Gas or AFV 5 or 60,000 
 

Hybrid / Electric 

5 and 60,000 
7 and any miles 
any year and 85,000 

  
 

Light Trucks 4x2 

Non-diesel 7 or 65,000 

Diesel 8 or 150,000 

Hybrid 7 or 90,000 

  
 

Light Trucks 4x4 

Non-diesel 7 or 65,000 

Diesel 8 or 150,000 

Hybrid 7 or 90,000 

  
Medium Trucks 4x2/4x4 

Non-diesel 10 or 100,000 

Diesel 10 or 150,000 

  
Heavy Trucks 4x2/4x4/6x4/6x6 

Non-diesel 12 or 100,000 

Diesel 12 or 250,000 

  
Ambulances 

Non-diesel 7 or 70,000 

Diesel 7 or 100,000 

 Conventional School and Adult Work Buses 
302C, 320A, 320C, 321A, 321C, 322C, 330A, 
332A, 332C, 336A, 336C, 338A, 338C 

 

 
10 or 250,000 

 Light Duty Shuttle 
341, 342, 343, 346, 347 

 
 

7 or 100,000 

 Medium Duty 
359, 363  

 
8 or 150,000 

 Heavy Duty Shuttle 
377C, 386 

 
 

20 or 1,000,000 

 Intercity Coach 
396, 397, 398 

 
 

15 or 1,000,000 

 


